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Bulk conductivity, in millisiemens per meter, May 24, 2002
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Sandy limestone, medium light gray to light gray, hard,
with abundant shell fragments

Unconsolidated shell fragments with quartz sand, sand
is fine to coarsely grained

Sandstone, dark yellowish orange, fine to coarsely grained,
poorly cemented with calcite, with shell fragments

Sandstone, white to dark yellowish gray, fine to coarsely
grained, grains are clear, poorly cemented with calcite,
with shell fragments

Sandstone, dark reddish brown, fine to coarsely
grained, grains are clear, well cemented with chert, with
shell fragments

Sandstone, grayish orange, well consolidated and well
cemented with calcite, grains are sub-angular to rounded,

Sandstone, grayish orange, well consolidated and well
cemented with calcite, grains are sub-angular to rounded,
with abundant shell fragments

Sandstone, grayish orange to light olive gray, well
consolidated and well cemented with calcite, fine to medium
grained, grains are angular to rounded, with abundant
shell fragments and fine black grains

Sandstone, light olive gray, well sorted, loosely
consolidated and cemented with calcite, very fine to
coarse grained, with some shell fragments and fine
black grains

Modified CH2MHILL Southeast, Inc. (1993, Appendix C.)
The location of the well from which the lithology is described
in the report is 70 feet to the north of PB-1195.
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